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PRODUCT OVERVIEW
The Ermes is a MASH test level 
3, non-gating end treatment 
that is designed for 100km/h 
roadways.

The system utilizes driven soil 
anchors or concrete anchors 
and is shipped fully assembled. 
The base structure is covered 
in electro-welded steel with 
a 5/6 mm thick plate and a 
monorail guide supporting the 
sliding bars that are linked 
to a retaining panel in the 
crashboxes. 

The bumper (frontal panel) is 
the rigid connection among 
the sliding side panels which 
becomes disfigured after 
impact. Simultaneously, 
the central panels hit the 
crashboxes, which gradually 
dissipates the kinetic energy 
coming from the impact. 
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FEATURES
•	 Repairable without 

earthworks
•	 60% shorter footprint
•	 Ships fully assembled 
•	 Potentially re-useable 

impact head
•	 NFC includes drawings 

and manual

SPECIFICATIONS
•	 5688mm Length
•	 785mm Height
•	 288mm Width
•	 535.29 KG
•	 100mm Driven Post

APPLICATIONS
•	 W-beam end treatment
•	 Narrow medians
•	 Shoulder mounted 

concrete barriers

SKUS
31120319 - SMA Ermes End Treatment - TL3 MASH - Driven Anchors
31120320 - SMA Ermes End Treatment - TL3 MASH - Concrete Anchors
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DETTAGLIO B
SCALA 1 : 5

Pos. Q.ty Description Dimension Length ID

2 6 Assembly of posts with welded plate at top D52920620

1 1 Gating End terminal without poles D57540400
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SMA - Safety Modular Absorber

  

End Terminal

Gating End terminal
ESP.

SMUSSI NON QUOTATI:

DATA

B

STATO DELLE SUPERFICI SECONDO UNI ISO 
302:2004. SALVO INDICAZIONI PARTICOLARI.

 

Antimo Buccino

1/2

C 
ISO 8015 / UNI ISO 2768-m-K

AUTORE

KG

A

QUESTO DISEGNO È PROPRIETÀ RISERVATA DELLA AMS S.R.L. (ART. C.P. 621) È FATTO DIVIETO A 
CHIUNQUE DI UTILIZZARE, RIPRODURRE O COMUNICARE A TERZE PARTI TALE DISEGNO SENZA IL 
CONSENSO SCRITTO DELLA DITTA. LA SOCIETÀ TUTELA I PROPRI DIRITTI A RIGORE DI LEGGE.

NON RILEVARE QUOTE DAL GRAFICO.
NON APPORTARE MODIFICHE MANUALI E SENZA AUTORIZZAZIONE.

Gating End terminal

535.29

MODIFICA TRAVE COLLASSABILE
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NORME DI COSTRUZIONE

1 x 45°

William Tonon

 

SMA T4

DESCRIZIONE

D57540000
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APPROVAZIONE

A1
RACCORDI NON QUOTATI:

 INDUSTRY AUTOMATION
MANUFACTURING & SERVICE s.r.l.

PRIMA EMISSIONE


